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SILAX™ 100
Granulated Forage 

Silage, Haylage, Baleage, Inoculant

Contains nine selected lactic  acid-production and 
flavor-enhancingbacteriawithfourenablingenzymesfor
inoculationofforage.

High Moisture Forages
Benefits: 
• Reduced PH and nitrates
• Reducedmoldsandyeasts,heating
• Reduceddrymatterlosses
• Sweetenstheforage,raiseslaticacid%
•. Increaseforagecomponents
•. Feedoutonday4
• Non-corrosiveequipment
• AllnaturalnonGMO,NICScertifiedorganic
 Pallet40x50lb.bags
• Apply1/2lb.perton
• Improvingforagesincethe1970’s

Guaranteed Analysis:
Nineviablelacticacidproducingorganisms…100billionCFU/pound
(Lactobacillusplantarum;Enterococcusdiacetylactis;Enterococcus
cremoris;Enterococcusfaecium;Pediococcuspentasaceus;
Lactdobacillusacidophilus;Lactobacilluslactic;Lactobacillusbrevis;
Pediococcusacidilacticii);EnzymeActivity…800,000units/pounds
(Amylase,Hemicillulase,Cellulase,Beta-glucanase)

Ingredients:
DriedLactobacillusplantarumfermentationproduct;driedEnterococcus
diacetylactisfermentationproduct;Enterococcuscremorisfermenation
product;driedEnterococcusfaeciumfermentationproduct;dried
Pediococcuspentosaceusfermentationproduct;driedLactobacillus
acidophilusfermantationproduct;driedLactobacilluslactirfermen-
tationproduct;driedLactobacillusbrevisfermentationproduct;
driedPediococcusacidilacticiifermtationproduct;driedAspergil-
lusoryzaefermentationextract;driedBacillussubtillisfermentation
extract;calciumcarbonate;ricehulls,cholinecholoride;driedwhey;
maltodextrins;cornstarch;cerealsdistillersdriedgrains;magnesium
oxide;ironoxide.

Application:
Cornsilage upto75% 1/2lb.ton
Alfalfahaylage upto80% 1/2lb.ton
Grasshaylage,triticali upto75% 1/2lb.ton
Sorghum upto75% 1/2lb.ton
Sudangrass upto80% 1/2lb.ton
Highmoisturecorn upto32% 1/2lb.ton
Highmoistureearlage upto42% 1/2lb.ton

SILAX100inoculantisapprovedfororganic
forageproductionbyNICS&ECOCERTMaterials
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Applications:
• Professionalmeasuringequipmentfordetermining

moisturelevelsduringthebalingprocess
• Forfarmersandcontractors

Technical details:
• Robustconstruction,high-qualitymaterials
• Splashproofdisplay
• Stainlesssteelmountingbracket
• BacklitLCDdisplaywith13mmhighdigits
• Resolution0.1%
• Accuracy0.8%
• Measuringrangefrom9-70%
• Ongoingdisplayofthemeasuredvalue
• Adjustablealertfunction
• Averagingatadjustableintervals
• Nocalibrationnecessary
• Sensorplateofhigh-strengthplastic
• Sturdysensormountingwith4screwsM8
• Scopeofdelivery:displayunitwithmounting

bracket,sensorplate,4stainlesssteelscrewsand
mountingmaterial,12msensorcablewithrugged,
waterproofplug,2mpowercablewithfuse,manual

• Latesttechnology“MadeinAustria”

Benefits:
• Moisturecontrolduringharvest,purchaseandsale
• Increasesstoragesecurityofhayandstraw
• Ensuresfoodqualityandprotectsagainstdamage

throughfungaldecayorrotting
• Increasesmachineutilization
• Robustinstrumentfor

dailyuse
• Highaccuracy
• Easyinstallation
• Easytemperature

check

AGRETO
Baler-mounted 
moisture tester

Dflow 
PowderMaster 
Dry Granular 
Hay & Silage 
Preservative 
Applicator

Technical Details:
• Digitallycontrolledgranularadditiveapplicator
• Thedigialcontrolboxthemotordispensesthe

additiveprecisely
• Easytosetupanduse,thevolumetriccalibration

enablestheendusertocalibratetheapplicatortosuit
theirpreferredbrandofadditives

• Suitabletoself-propelledandtrailedforageharvester,
foragewagonsandbalers

• Gravityfedsingleortripleoutputtubes
• Hoppermanufacturedfromhighdensiteplasticto

avoidproblemsassociatedwithcondensation
• Lowlevelsensorgivingwarningwhenthehopper

needsrefilling

Output range:
• Standardunit50gto2000g(1.8oz-70oz)perminute

dependingonthevolumetricweightoftheadditive
• Lowvolumnunit20gto150gperminute(0.7-5.3oz)

per minute

Thecontrolboxmonitorsand
adjuststheDflowPowderMaster
motortokeepit’soutput
constant,thisenablesitto
deliveradditiveprecisely.

TECHNICAL DATA POWDERMASTER BLOWER
Supply Voltage 12V/DC (10.6V DC to 16.4V/DC 12V/DC (10.6V DC to 16.4V/DC
Current consumption 2.8A 11.5A
Fuse rating 5A 15A
Output signal to motor PWM approx 1.4 KHz
Capacity of the hopper 50 kg or 80kg
Output range 50g to 2000g per minute

WARRANTY
Provided installation is carried according to these instructions a warranty of 1 year from date of delivery applies. This covers faulty
manufacture only and does not cover wear and tear through normal use or mechanical or chemical damage that has occurred to parts
through misuse or unauthorised attempts to repair the unit. In the case of faulty manufacture, claims are limited to repair of the unit and its
return to the customer.

Overall Dimensions

Dflow Powdermaster

Powdermaster Blower Attachment Option

The Powdermaster blower attachment is supplied as a kit that can
be easily fitted to the Powdermaster applicator. A wiring loom is
included that enables the electrical connections to be made via a
switching control circuit to synchronise the operation of the blower
with the Powdermaster.
The blower assembly can be mounting so that the pipe outlet is in
a left or right direction. It can be fitted to both 50kg or 80kg
Powdermaster, with digital and non digital controller.

Blower Dimensions

The fan power supply is completely independent of the
applicator and the fan does not draw power from the
applicator.

Athru-beamcropsensorcan
beusedwiththecontrolboxto
automaticallyturnthemotoron

andoff.

Theblower
attachment
is supplied 
asakit
thatcanbe
easilyfitted
tothePow-
derMaster 
applicator.Theblowerassembly
canbemountedsothatthepipe
outletisinaleftorrightdirection.Itcanbefittedtoboth
50kgor80kgPowderMaster,withdigitalandnondigital
 controller.

MORE PRODUCTS TO ENHANCE YOUR HAY OPERATION


