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SILAX™ 100
100 Granulated Forage 

Inoculant

•	 NICS certified organic
•	 9 lactic bateria, 4 enzymes
•	 Prevent mold, yeast & heat damage
•	 Non-corrosive to equipment
•	 Bale sooner, greener hay, sweeter hay, 
	 more quality hay
•	 Pallet 80 x 25 lb. bags

Contains nine selected lactic acid-production and 
flavor-enhancing bacteria with enabling enzymes for 
inoculation of forage.

Guaranteed Analysis:
Nine viable lactic acid producing organisms…100 billion 
CFU/pound (Lactobacillus plantarum; Enterococcus 
diacetylactis; Enterococcus cremoris; Enterococcus 
faecium; Pediococcus pentasaceus; Lactdobacillus 
acidophilus; Lactobacillus lactic; Lactobacillus brevis; 
Pediococcus acidilacticii)
Enzyme Activity…800,000 units/pounds (Amylase, 
Hemicillulase, Cellulase, Beta-glucanase)

Ingredients:
Dried Lactobacillus plantarum fermentation product; dried 
Enterococcus diacetylactis fermentation product; Enterococcus 
cremoris fermenation product; dried Enterococcus faecium 
fermentation product; dried Pediococcus pentosaceus fermentation 
product; dried Lactobacillus acidophilus fermantation product; 
dried Lactobacillus lactir fermentation product; dried Lactobacillus 
brevis fermentation product; dried Pediococcus acidilacticii fermta-
tion product; dried Aspergillus oryzae fermentation extract; dried 
Bacillus subtillis fermentation extract; calcium carbonate; rice hulls, 
choline choloride; dried whey; maltodextrins; corn starch; cereals 
distillers dried grains; magnesium oxide; iron oxide.

Application:
Small square 2 tie and 3 tie:
	 Apply 1lb. ton up to 23% moisture.
Small square 2 tie and 3 tie:
	 Apply 2lb ton up to 30% moisture.
Large round bales:
	 Apply 1lb ton up to 20% moisture.
Large round bales:
	 Apply 2lb ton up to 25% moisture.
Large square bales:
	 Apply 1lb ton up to 20% moisture.
Large square bales:
	 Apply 2lb ton up to 25% moisture.

SILAX 100 inoculant  is approved for organic 
forage production by NICS & ECOCERT Materials 
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Dfl ow 
PowderMaster 
Dry Granular 
Hay & Silage 
Preservative 
Applicator

Technical Details:
•	 Digitally	controlled	granular	additive	applicator
•	 The	digial	control	box	the	motor	dispenses	the	

	additive	precisely
•	 Easy	to	set	up	and	use,	the	volumetric	calibration		

enables	the	end	user	to	calibrate	the	applicator	to	suit	
their	preferred	brand	of	additives

•	 Suitable	to	self-propelled	and	trailed	forage		harvester,	
forage	wagons	and	balers

•	 Gravity	fed	single	or	triple	output	tubes
•	 Hopper	manufactured	from	high	densite	plastic	to	

avoid	problems	associated	with	condensation
•	 Low	level	sensor	giving	warning	when	the	hopper	

needs	refi	lling

Output range:
•	 Standard	unit	50g	to	2000g	(1.8oz-70oz)	per	minute	

depending	on	the	volumetric	weight	of	the	additive
•	 Low	volumn	unit	20g	to	150g	per	minute	(0.7-5.3oz)	

per	minute

The	control	box	monitors	and	
adjusts	the	Dfl	ow	PowderMaster	
motor	to	keep	it’s	output	
constant,	this	enables	it	to	
deliver	additive	precisely.

TECHNICAL DATA POWDERMASTER BLOWER
Supply Voltage 12V/DC (10.6V DC to 16.4V/DC 12V/DC (10.6V DC to 16.4V/DC
Current consumption 2.8A 11.5A
Fuse rating 5A 15A
Output signal to motor PWM approx 1.4 KHz
Capacity of the hopper 50 kg or 80kg
Output range 50g to 2000g per minute

WARRANTY
Provided installation is carried according to these instructions a warranty of 1 year from date of delivery applies. This covers faulty
manufacture only and does not cover wear and tear through normal use or mechanical or chemical damage that has occurred to parts
through misuse or unauthorised attempts to repair the unit. In the case of faulty manufacture, claims are limited to repair of the unit and its
return to the customer.

Overall Dimensions

Dflow Powdermaster

Powdermaster Blower Attachment Option

The Powdermaster blower attachment is supplied as a kit that can
be easily fitted to the Powdermaster applicator. A wiring loom is
included that enables the electrical connections to be made via a
switching control circuit to synchronise the operation of the blower
with the Powdermaster.
The blower assembly can be mounting so that the pipe outlet is in
a left or right direction. It can be fitted to both 50kg or 80kg
Powdermaster, with digital and non digital controller.

Blower Dimensions

The fan power supply is completely independent of the
applicator and the fan does not draw power from the
applicator.

A	thru-beam	crop	sensor	can	
be	used	with	the	control	box	to	
automatically	turn	the	motor	on	

and	off.

The	blower	
attachment	
is	supplied	
as a kit 
that	can	be	
easily	fi	tted	
to	the	Pow-
derMaster	
applicator.	The	blower	assembly	
can	be	mounted	so	that	the	pipe	
outlet	is	in	a	left	or	right	direction.	It	can	be	fi	tted	to	both	
50kg	or	80kg	PowderMaster,	with	digital	and	non	digital	
	controller.

MORE PRODUCTS TO ENHANCE YOUR HAY OPERATION
Staheli Hay Temp Probe

• 19-inch temperature probes
• Minus 40 to 210 degrees F temperature range
• Packaged 2 probes per box

Lightning B H2O Testers
Small square baler mounted

• H2O 5-39%
• 5000 readings second
• 16 sq. inch sensor pad

• H2O 5-39%
• 5000 readings second
• 16 sq. inch sensor pad
• Turn applicator on/off based on H2O

Hay temp probe


